# Urethane Wood Floor Adhesive with Vapor/Sound Barrier Flooring

## Specifications

<table>
<thead>
<tr>
<th>Specification</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Flooring group</td>
<td></td>
</tr>
<tr>
<td>Price</td>
<td>167/sq ft</td>
</tr>
<tr>
<td>Species</td>
<td></td>
</tr>
<tr>
<td>Sq ft/box</td>
<td>130</td>
</tr>
<tr>
<td>Grain</td>
<td></td>
</tr>
<tr>
<td>Species</td>
<td></td>
</tr>
<tr>
<td>Finish</td>
<td></td>
</tr>
<tr>
<td>Surface</td>
<td></td>
</tr>
<tr>
<td>Janka rating</td>
<td>0</td>
</tr>
<tr>
<td>Sustainability</td>
<td></td>
</tr>
<tr>
<td>Length</td>
<td>11.5 in</td>
</tr>
<tr>
<td>Width</td>
<td></td>
</tr>
<tr>
<td>Thickness</td>
<td></td>
</tr>
<tr>
<td>Wear layer</td>
<td></td>
</tr>
<tr>
<td>Profile</td>
<td></td>
</tr>
<tr>
<td>Profile/edges</td>
<td></td>
</tr>
<tr>
<td>Installation</td>
<td></td>
</tr>
<tr>
<td>Nailing info</td>
<td></td>
</tr>
</tbody>
</table>

## Warranty

<table>
<thead>
<tr>
<th>Specification</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>R value</td>
<td></td>
</tr>
<tr>
<td>Moisture content</td>
<td>ASTM D4442, Oven Dry Method: 6%-10% average</td>
</tr>
<tr>
<td>SurfSlip resistance</td>
<td>Coefficient of Friction: ASTM D2394 Average; Static 0.586; Sliding 0.59</td>
</tr>
<tr>
<td>Flammability</td>
<td>ASTM E648: Class 1 Interior</td>
</tr>
<tr>
<td>Smoke density</td>
<td>ASTM E622: Max 344 flaming, 192 non-flaming</td>
</tr>
<tr>
<td>Dimensional</td>
<td>ASTM D1037 50/90% RH,</td>
</tr>
<tr>
<td>Stability</td>
<td>Linear .03, Thickness 1.52, Width .20</td>
</tr>
<tr>
<td>Coating adhesion</td>
<td>Classification: 5B</td>
</tr>
<tr>
<td>Acclimat period</td>
<td></td>
</tr>
<tr>
<td>Weight/box</td>
<td>30</td>
</tr>
<tr>
<td>Planks/box</td>
<td></td>
</tr>
<tr>
<td>Install over radiant</td>
<td>No</td>
</tr>
<tr>
<td>High traffic</td>
<td>No</td>
</tr>
<tr>
<td>Pet friendly</td>
<td>No</td>
</tr>
<tr>
<td>Install below grade</td>
<td>No</td>
</tr>
<tr>
<td>Floating installation</td>
<td>No</td>
</tr>
</tbody>
</table>